
ENERGY STAR CERTIFIED

Light Fixtures

Elite Lighting - HH4-LED-1500L-DIM10-[120,277]V-
[N,M,W]D-[27,30,35,40,50]K-80 : HH4-LED-1500L-DIM10-
[120,277]V-[N,M,W]D-[27,30,35,40,50]K-80

Specifications

ENERGY STAR Partner: Elite Lighting

Brand Name: Elite Lighting

Model Name: HH4-LED-1500L-DIM10-[120,277]V-[N,M,W]D-[27,30,35,40,50]K-80

Model Number: HH4-LED-1500L-DIM10-[120,277]V-[N,M,W]D-[27,30,35,40,50]K-80

Indoor/Outdoor: Indoor

Fixture Type: Downlight Recessed

Technology: LED

Total Light Output (lumens): 1618

Appearance/Correlated Color Temperature
(K):

2700K,4000/4100K,3000K,3500K,5000K

Total Input Power (Watts): 20.5

Color Quality (CRI): 83

Energy Efficiency - Measured Outside the
Fixture (lumens/Watt):

78.9

Power Factor: 1.0

Light Sources Per Fixture: 1

Light Source Life (hrs): 102000

Can Size(s): 8,5,6,4

Can Rating(s): Type Non-IC

Special Features: Continuously Dimmable

Light Source Connection/Base Type: N/A

Date Available On Market: 2016-09-21

Date Certified: 2016-12-20

Markets: United States, Canada

ENERGY STAR Certified: Yes

Additional Model Information

,HH4ADJ-LED-1500L-DIM10-[120,277]V-[N,M,W]D-[27,30,35,40,50]K-80,; ,HH5-LED-1500L-DIM10-[120,277]V-
[N,M,W]D-[27,30,35,40,50]K-80,; ,HH6-LED-1500L-DIM10-[120,277]V-[N,M,W]D-[27,30,35,40,50]K-80,; ,HH6ADJ-
LED-1500L-DIM10-[120,277]V-[N,M,W]D-[27,30,35,40,50]K-80,; ,HH6SQ-LED-1500L-DIM10-[120,277]V-
[27,30,35,40,50]K-80,; ,HH8-LED-1500L-DIM10-[120,277]V-[N,M,W]D-[27,30,35,40,50]K-80,
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